
Data Sheet

Curve:

Axial Fan

Type:

Art.-No.:

AKFG 800 K.6NA A6 Gen3
E66-80671

Operating Point:

16,00012,0008,0004,0000
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ErP-Data:
qV 10784
pfs 0.6
pfd 0.3
ηed,fs 41

Ped 1.88
I 4.8
n 974
LWA A,in 80
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pfs 1.05
ηed,fs 45.3
Ped 3.16
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Nominal Data:
U [V] f [Hz] Ped [kW] IN [A] nN [r/min]Data @ [V] tR [°C] k10 [m²s/h] Eff.-Rating IP m [kg]

3~200-240 50/60 1.86 4.95 950230 60 - IE5 IP 54 48

UC 10  V

qV 10785
pfs 0.599

cfm
inWG

Set point:

ρ: 1.21 kg/m³ ; Data @ 230 V

(EU) Nr. 327/2011 (Lot11)

ηed,tot 58 %

v 34.1 ft/s

v 33.5 ft/s
SFP 369 Ws/m³
FEI 1.4
tR, OP 60 °C

Sound Data:
Frequency Σ 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Distances 1 m 4 m

LwA(A,in) [dB(A)] 80 61 67 73 76 74 68 64 LpA(A,in) [dB(A)] 73 62

Drawing:Wiring Diagram:

Data @ 208V: 1,6 kW; 4,65 A; 890 1/min
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