Data sheet

ECOFIT

For professional use only. Please refer to the conditions of use of our catalogue.

2VGV25 250V  P/N B22-E4

Substitute for Z21-23

Ind. b - Revision : 03-2012
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Y, Hz Wa A HF m¥%  RPM dBA Min / Max a 6_
230 50 104 047 40 1665 2725 66 L -20°C [ +70°C PSS *
230 60 135 0,59 40 1835 3105 69 L -20°C / +70°C a ﬂ
230 50 980 CFM -4°F [ +158°F
230 50 1080 CFM -4°F [ +158°F
dBa : free let out NA : Not Applicable
Rotation "CCW" Air direction "V"
S == 55
J— = 6 = 42 M4 x 5 sur @58 z
6 x @ 7 sur @295 i - 5
A 2
72.3 =4
g
=}
151 15 - g
|| oY) & 3
\ S ® 2
| 6 ‘ b
- i =
0 | £
500 ]; S
@ 2475 ) " =
. i)
] @
2
RSy
m
0 235 471 706 942 1177 CFM - Weight : 3,0 Kg 2
300 ; ‘ ‘ 1,20 Ball beari S
Pa _ _ m.w.c. - Ball bearing S
Tested with ECOFIT ring - Class F, thermally protected §
- IP44 protection depending on installation 5
and position as per EN60034-5 g
- G6.3 balancing ‘g,
- Zinc coated impeller 3
200 NC 0.80 - Rotor and impeller : black paint 3
. . . [s]
- Finger guard and ring : black paint s
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